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Screw-clamp terminal blocks

Pre-assembled cross sections
They are supplied in 2, 3, 5 or 10-pole pre-assembled configuration.

They allow the cross connection between two or more adjacent terminal blocks; their position once 
mounted is such as to prevent injuries.

All the components are made of nickel-plated brass.

Terminal block
2-pole jumper 3-pole jumper 5-pole jumper 10-pole jumper

Type Cat. No. Type Cat. No. Type Cat. No. Type Cat. No.

CBD.2 PM/20/2 PM202 PM/20/3 PM203 PM/20/5 PM205 PM/20/10 PM210

CBD.4 PM/40/2 PM402 PM/40/3 PM403 PM/40/5 PM405 PM/40/10 PM400

CBD.6 PM/60/2 PM602 PM/60/3 PM603 PM/60/5 PM605 PM/60/10 PM610

CBD.10 PM/10/2 PM102 PM/10/3 PM103 PM/10/5 PM105 PM/10/10 PM100

CBR.2 PM/25/2 PM252 PM/25/3 PM253 PM/25/5 PM255 PM/25/10 PM250

CVF.4 PM/40/2 PM402 PM/51/3 PM513 PM/51/5 PM515 PM/51/10 PM510

DAS.4 PM/41/2 PM412 PM/51/3 PM513 PM/51/5 PM515 PM/51/10 PM510

EDM.2 PM/20/2 PM202     PM/20/3 PM203 PM/20/5 PM205 PM/20/10 PM210

EDM.4 PM/40/2 PM402 PM/40/3 PM403 PM/40/5 PM405 PM/40/10 PM400

EDM.6 PM/60/2 PM602 PM/60/3 PM603 PM/60/5 PM605 PM/60/10 PM610

EDM.10 PM/10/2 PM102 PM/10/3 PM103 PM/10/5 PM105 PM/60/10 PM610

FDP.2 PH/2,5-4 PH100

FFS.4 PM/41/2 PM412 PM/41/3 PM413 PM/41/5 PM415 PM/41/10 PM410

FVS.4 PM/41/2 PM412 PM/41/3 PM413 PM/41/5 PM415 PM/41/10 PM410

MPS2/SV PM/91/2 PM912 PM/91/3 PM913 PM/91/5 PM915 PM/91/10 PM910

MPS.2/SW PM/91/2 PM912 PM/91/3 PM913 PM/91/5 PM915 PM/91/10 PM910

MPS.2/SWP PM/91/2 PM912 PM/91/3 PM913 PM/91/5 PM915 PM/91/10 PM910

RN.1 PM/11/2 PM112 PM/11/3 PM113 PM/11/5 PM115 PM/11/10 PM110

RP.4 PM/41/2 PM412 PM/51/3 PM513 PM/51/5 PM515 PM/51/10 PM510

SCB.4 PM/41/2 PM412 PM/41/3 PM413 PM/41/5 PM415 PM/41/10 PM410

SFO.4 PM/90/2 PM902 PM/90/3 PM903 PM/90/5 PM905 PM/90/10 PM900

TDE.2 PM/20/2 PM202 PM/30/3 PM303 PM/30/5 PM305 PM/30/10 PM310

TLD.2 PM/20/2 PM202 PM/30/3 PM303 PM/30/5 PM305 PM/30/10 PM310

TLE.2 PM/20/2 PM202 PM/30/3 PM303 PM/30/5 PM305 PM/30/10 PM310

TLS.2 PM/20/2 PM202 PM/30/3 PM303 PM/30/5 PM305 PM/30/10 PM310

RN.2 PM/12/2 PM122 PM/12/3 PM123 PM/12/5 PM125 PM/12/10 PM120

Insulated jumper

MAC.6 PIL/2 PIL02 PIL/3 PIL03 PIL/4 PIL04 PIL/8 PIL08

(2 poli) (3 poli) (4 poli) (8 poli)


