YBK 2.5-2FT

c s CEHLD

Siparis Bilgileri / Ordering Information

Gri / Grey [ 324 809
Bej / Beige | 324 800
Teknik Veriler / Technical data
Kat Sayist / Number of levels 3
Baglanti sayisi / Number of connections 5
izolasyon i/ ing material PA
UL 94'e uygun lik sinifi / ility class according to UL 94 V2
Ambalaj Adeti / Packing Unit 30 pes.
Koruma iletken Tipi / Protective Conductor Type PE
32 A (4 mm?iletken kesit alani)
yiik akimi / i load current 32 A (with 4 mm? conductor cross section)
Nominal darbe gerilimi / Rated surge voltage 6Kv
Kirlilik sinifi / Pollution degree 3
Darbe gerilim kategorisi / Surge voltage category Il
izolasyon malzeme grubu / ing material group |
Standarda uygun baglanti / Connection in acc. with standard IEC 60947-7-1 / IEC 60947-7-2
Nominal akim IN / Nominal current IN 24 A (2.5 mmZicin) / 24 A (at 2.5 mm?)
Nominal gerilim UN / Nominal voltage UN 500 V
Daimi O on Sicakligi max. / Conti Operating Temp. Max. 120°C
Daimi O on Sicakligi min. / Conti Operating Temp. Min. 55°C
Boyutlar / Dimensions
Geniglik / Width 5mm
Uzunluk / Length 83,75 mm
Yiikseklik MR 35x7,5 / Height MR 35x7,5 63,80 mm
Yiikseklik MR 35x15 / Height MR 35x15 71,30 mm
Baglanti Verileri / Connection data

Baglant: tipi / Connection method Yay baglanti / Spring connection
Tek damarli min. iletken kesit alani / Conductor cross section solid min. 0,08 mm?
Tek damarl maks. iletken kesit alani / Conductor cross section solid max. 4mm?
iletken kesit alani AWG/kcmil min. / Conductor cross section AWG/kcmil min. 28 AWG
iletken kesit alani AWG/kcmil max. / Conductor cross section AWG/kemil max 12 AWG
Cok damarli min. iletken kesit alani / Conductor cross section stranded min. 0,08 mm?
Cok damarli maks. iletken kesit alani / Conductor cross section stranded max. 2,5 mm?
Cok damarli min. iletken kesit alani yiiksiiklii / Conductor cross section stranded sleeve min. 0,14 mm?
Gok damarli maks. iletken kesit alani yiiksiikii / Conductor cross section stranded sleeve max. 2,5mm?
Ayni kesitli 2 iletken, gok damarli, plastik kilifli ikiz yiikstiklii / 2 conductors with same cross section, stranded,
TWIN ferrules with plastic sleeve 0,5 mm?

soyma uzunlugu / Minii stripping length 9mm

soyma uzunlugu / i stripping length 10 mm
ig silindirik gosterge / Internal cylindrical gage A3
Sertifikalar / Approvals

CSA
mm?/AWG/kemil -

Nominal current IN -

Nominal voltage UN -

cULus

mm?/AWG/kemil AWG 22-12
Nominal current IN 20A
Nominal voltage UN 600 V
VDE

mm?/AWG/kemil -

Nominal current IN -

Nominal voltage UN -

ATEX

Nominal current IN -

Nominal voltage UN -




Aksesuar / Accessory
Siparis No
) Ad./Pcs.
Tip / Type Order No [Pes
Nihayet Plakasi / End Plate
Gri / Grey|NPP / YBK 2.5_2FT 446 299 10
Bej / Beige|NPP / YBK 2.5_2FT 446 290 10
Durdurucu / End Block
Gri/Grey|kp 3 495 049 100
Gri / Grey|KD 4 495 059 100
Montaj Raylari / Mounting Rails
MR 35x7,5 (1mt) 500 601 20
MR 35x7,5 SLOTTED (1mt) 500 602 20
MR 35x15 (1mt) 500 606 10
MR 35x15 SLOTTED (1mt) 500 607 10
Test Fisi / Test Plug
JrF 22 2930200 | S
Ust Koprii / Cross Connection
UK 2,5/2 24A Max. 476 222 25
UK 2,5/3 24A Max. 476 223 20
UK 2,5/4 24A Max. 476 224 15
UK 2,5/10 24A Max. 476 229 5
Markalama / Marking
DG 6/5 505 330 440
DB S 505 850 500
Tornavida / Screwdriver
[72 (0,5x3,0) 560 020 | 10




