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Die Installation sollte durch einen Elektriker
oder eine im Elektrobereich geschulte Person
durchgeführt werden.

The installation should be carried out by
an electrician or by any similarly qualified 
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Vermeiden von Schäden durch elektrostatische Entladungen und von mechanischen Wirkungen.
Die Entladung von statischer Elektrizität kann die empfindlichen Bauteile beschädigen.
Erden Sie sich immer, bevor Sie Bauteile oder Leitungen der Leuchte berühren.
Verwenden Sie ein Antistatikarmband, das über ein Erdungskabel an dem Reflektor angeschlossen ist.
Berühren Sie niemals die Leuchtmittel (LEDs), dies kann zu erheblichen Lichtverlust führen.

Prevent from damages through electrostatic discharges and from mechanical impacts.
A discharge of static electricity may damage sensitive components.
Always be properly grounded when touching leads or circuitry inside the luminaire.
Use a wrist strap connected by a ground cord to the reflector.
Avoid touching light source (LEDs) with bare hands.This may cause significant loss of brightness.
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Series Devo Pro II Led

 

person.

1 2 Power Lumen Power Lumen Power Lumen Power Lumen
OFF OFF 24W 3000 31W 4400 36W 4800 45W 6000
OFF ON 28W 3700 38W 5400 45W 6000 56W 7500
ON OFF 33W 4500 45W 6300 53W 7200 67W 9000
ON ON 38W 5200 52W 7000 62W 8300 78W 10400

DIP Switch LIVB0016-E
1200mm

LIVB0017-E
1500mm

LIVB0018-E
1200mm

LIVB0019-E
1500mm
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A(mm) B(mm) C(mm) D(mm) E(mm)
LIVB0016-E 1174 700±76 470±76 102 95
LIVB0017-E 1454 1000±76 450±76 95
LIVB0018-E 1174 700±76 470±76 95
LIVB0019-E 1454 1000±76 450±76 95
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12+1mm 1,5-2,5mm2

8+1mm 0,5-1,0mm2
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